
© Copyright GLP German Light Products GmbH. All rights reserved. Technical data is subject to be changed without notice.

AGILIO



AGILIO P
h

ot
o:

 A
m

an
d

a 
H

ol
m

es

GLP German Light Products GmbH | Industriestr. 2, 76307 Karlsbad, Germany | Phone: +49 (7248) 927 19 0 | E-Mail: info@glp.de 
CEO: Udo Künzler | Register Number: HRB 361719 | Register Court: Mannheim

0
2/

20
22

LIGHT SOURCE
Type White Light LED

Lifetime 50,000 h

CCT 4,000 K (standard);  
3,400 & 5,700 K on request

CRI (Ra) 95+

TLCI 90+

CQS 90+

TM-30 Rf/Rg 90+/95+

OPTICAL SYSTEM
Total Output up to 6,200 lm

Min. Zoom 15°

Max. Zoom 35°

CCT fixture 3,784 K

CONTROL & PROGRAMMING
High-Res 
Channels Dimming, Pan, Tilt

Pan Move-
ment Angle

450° in 16 Bit  
Resolution

ELECTRICAL SPECIFICATIONS
Power (@ 230V) 120 W

CONSTRUCTION FEATURES
Static-Position at No-Power, Manual 
Movement Button, Power Trackmount  
Adapter, Optional Beamshaper,  
Architectural Design (by Zumtobel), 
DIP Switches for DMX Address,  
DoP Channel and Addressing Mode

Protection 
Rating IP 20

DIMENSIONS & WEIGHT
Depth 125 mm / 4.9 in

Width 278 mm / 10.9 in

Height 278 mm / 10.9 in

Height  
(Head vertical) 364 mm / 14.4 in

Weight 4.85 kg / 10.7 lbs
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