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LIGHT SOURCE
Type RGBL LED

Power 40 W

Count 37

CCT 6,500 K

CRI 8,000 K: 87 | 6,500 K: 86.7 | 
3,200 K: 84.8

TLCI 8,000 K: 90 | 6,500 K: 88.5 | 
3,200 K: 74.1

OPTICAL SYSTEM
Output up to 21,000 lm

Max. Peak Luminous 
Intensity 3.33 Mcd

Min. Zoom 3.3°

Max. Zoom 66°

Zoom Ratio 1:19

Output Lenses 37 lenses with full circular 
aperature, diameter 380 mm 
/ 14.9 in

DYNAMIC EFFECTS
CTC 2,500 – 10,000 K

Color wheel virtual, 64 LEE referenced 
colors

Zoom 3.3° – 66°

MOVEMENT
Pan 540° normal, 650° extended, 

16 bit

Tilt 240°, 16 bit

CONTROL & PROGRAMMING
Protocols DMX (USITT DMX512-A) |  

RDM (ANSI/ESTA E1.20) |  
Art-Net | sACN | GLP iQ.Mesh | 
LumenRadio CRMX

ELECTRICAL SPECIFICATIONS
Power input 100 – 240 V AC / 50 – 60 Hz

Max. Power 1,500 W

CONSTRUCTION
Protection Rating IP 65

DIMENSIONS & WEIGHT
Height 
without Rubber feet 
with Rubber feet

 
631 mm / 24.8 in 
640 mm / 25.2 in

Width across yoke 483 mm / 19 in

Depth 348 mm / 14.1 in

Weight netto 29.7 kg / 65.5 lbs
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