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GLP Firmware Change Log ‘G]_]P'

« 14 Apr 2025/ Main changes from V0.1.3-rc to VO.1.4-rc.1 (0.1.4.1)
- 12 Mar 2025/ Main changes V0.1.2-rc.5 to V0.1.3-rc (0.1.3.0)
.+ 13 Dec 2024 / First Fieldtest Version V0.1.2-rc.5 (0.1.2.5)

14 Apr 2025 / Main changes from V0.1.3-rc to VO0.1.4-rc.1 (0.1.4.1)

FEATURES changed DMX Modes:
Removed Mode 1 and Mode 2
Mode 3 becomes Mode 1, Mode 4 becomes Mode 2

BUG FIXES

UPDATE PROCESS Update fixtures daisy chain via App iQ.Service > iQ.Tool (Input Protocol must be set to DMX),
preferred,
or update fixtures via iQ.Mesh ( Input Protocol must be set to iQ.Mesh)

1. Update the Main Software VO0.1.4-rc.1 (0.1.4.1) via iQ.Service App > iQ.Tools > DMX/RS485.

Please make sure that no other DMX receivers or consoles are active on the line
and fixtures Control Protocol is set to DMX and not to loose power during the
complete update process!

INFO Update is show critical !!! DMX Chart changed !!!
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12 Mar 2025 / Main changes V0.1.2-rc.5 to VO0.1.3-rc (0.1.3.0)

Update is show critical

13 Dec 2024 / First Fieldtest Version VO0.1.2-rc.5 (0.1.2.5)
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